
Phone 1300 737 787 Parchem Construction Supplies Pty Ltd  (ABN 80 069 961 968) www.parchem.com.au

EQUIPMENT DATA SHEET

Nov 12

Model MTR-40F MT-55 MT-65HA MT-72FW MTX-70 MT-76D

Product Code MIK-MTR40F MIK-MT55 MIK-MT65HA MIK-MT72FW MIK-MTX-70 MIK-MT76D

Operating Weight kg 46 57 66 74 75 82

Shoe Size (w x l) mm 150 x 270 265 x 340 285 x 340 285 x 340 285 x 340 285 x 340

Jumping Stroke mm 40-55 30-70 50-80 50-75 50-80 50-80

Impact Rate blows/m 644-695 644-695 644-695 642-679 644-695 656-698

Impact Force (Max) kN 5.4 9.8 12.7 13.7 14.9 15.7

Engine Make Robin Robin Honda Robin Honda Yanmar

Engine Model EH09-2F EH09-2F GX100 EH12-2D GX100 L48N

Max Rated Power Hp 2.4 2.4 3 3.5 3 4.7

Fuel Type Petrol Petrol Petrol Petrol Petrol Diesel

Fuel Tank Capacity L 2 2 2 2.5 3 3.3

Replacement Shoe MIK3059-10070 MIK3629-10150 MIK3669-10020 MIK3669-10020 MIK3669-10020 MIK3669-10020

Trenching Shoe N/A N/A MIK51919 MIK51919 MIK51919 MIK51919

MIKASA RAMMERS
Mikasa 4-stroke and diesel tamping rammers are perfectly balanced to deliver hard hitting compaction while ensuring 
operator comfort through reduced noise and low handle vibration.  

Features

�� 	 Reliable 4-stroke engines deliver low emissions and noise 
�� 	 Superior four stage air filtration system for engine protection
�� 	 Heavy duty handle mounts reduce operator fatigue 
�� 	 Handle roller for easy loading into vehicles 
�� 	 Central lifting hook for easy and safe onsite handling 
�� 	 Ability to lie down to 90 degrees for transport
�� 	 Side guards for engine protection
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